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Ladder Hitches

K80® Ball Coupling System | Assembly Dimension Scharmüller S32 (390/25/32)
Art.Nr. 00.120.890.0-A02 | Ladder Hitches | Standard

Alternative color
00.120.890.0-A02 (Black )
Technical Values*
Locking: K80® Manual | Max. Permissible D-Value (kN): 102,4 | Max. Permissible Vertical Load (kg): 4000
Adapted for Tractor
Deutz-Fahr: Agrotron Serie 7 TTV: 7230, 7250; 
Fendt: Favorit 800: 816, 818, 822, 824; Favorit-Vario 900: 916, 920, 924, 926; 
Lamborghini: R6 T4i VRT: 230, 250; 
Same: X Continuo: 230, 250; 

Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.123.00.0-A11 | Ladder Hitches | Standard

Alternative color
00.123.00.0-A11 (AGCO-Grey)
Technical Values*
Max. Permissible D-Value (kN): 82,4 | Max. Permissible Vertical Load (kg): 2500
Adapted for Tractor
Deutz-Fahr: D-06 (10006-12006): 10006, 12006; 
Fendt: Favorit 600 LS/LSA/S/SL: 600, 610, 611, 612, 614, 615, 622, 626; 

Assembly Dimension Fendt (311/22/30)
Art.Nr. 00.123.01.1-A11 | Ladder Hitches | Standard

Alternative color
00.123.01.1-A11 (AGCO-Grey)
Technical Values*
Max. Permissible D-Value (kN): 82,4 | Max. Permissible Vertical Load (kg): 2500
Adapted for Tractor
Deutz-Fahr: D-06 (10006-12006): 10006, 12006; 
Fendt: Favorit 600 LS/LSA/S/SL: 600, 610, 611, 612, 614, 615, 622, 626; 

Assembly Dimension Fendt (311/22/30)
Art.Nr. 00.123.05.0-A11 | Ladder Hitches | Standard

Alternative color
00.123.05.0-A11 (AGCO-Grey)
Technical Values*
Max. Permissible D-Value (kN): 56,6 | Max. Permissible Vertical Load (kg): 1500
Adapted for Tractor
Fendt: Farmer 300: 304, 306, 307, 308, 309, 310, 311; GTA 300: 345, 360, 365, 370, 380, 390, 395; 

K80® Ball Coupling System | Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.123.80.0-A11 | Ladder Hitches | Standard

Alternative color
00.123.80.0-A11 (AGCO-Grey)
Technical Values*
Locking: K80® Manual | Max. Permissible D-Value (kN): 84,1 | Max. Permissible Vertical Load (kg): 3000
Adapted for Tractor
Deutz-Fahr: D-06 (10006-12006): 10006, 12006; 
Fendt: Favorit 600 LS/LSA/S/SL: 600, 610, 611, 612, 614, 615, 622, 626; 
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*For further technical (composite) values please read the installation and operating instruction.
graphics only symbolic | errors and misprints reserved. 
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Ladder Hitches

K80® Ball Coupling System | Assembly Dimension Fendt (311/22/30)
Art.Nr. 00.123.81.0-A11 | Ladder Hitches | Standard

Alternative color
00.123.81.0-A11 (AGCO-Grey)
Technical Values*
Locking: K80® Manual | Max. Permissible D-Value (kN): 84,1 | Max. Permissible Vertical Load (kg): 3000
Adapted for Tractor
Deutz-Fahr: D-06 (10006-12006): 10006, 12006; 
Fendt: Favorit 600 LS/LSA/S/SL: 600, 610, 611, 612, 614, 615; 

K80® Ball Coupling System | Assembly Dimension Fendt (311/22/30)
Art.Nr. 00.123.82.1-A11 | Ladder Hitches | Standard

Alternative color
00.123.82.1-A11 (AGCO-Grey)
Technical Values*
Locking: K80® Manual | Max. Permissible D-Value (kN): 47,8 | Max. Permissible Vertical Load (kg): 2500
Adapted for Tractor
Fendt: Farmer 300: 304, 306, 307, 308, 309, 310, 311; GTA 300: 345, 360, 365, 370, 380, 390, 395; 

K80® Ball Coupling System | Assembly Dimension Fendt (330/25/32)
Art.Nr. 00.124.80.0-A11 | Ladder Hitches | Standard

Alternative color
00.124.80.0-A11 (AGCO-Grey)
Technical Values*
Locking: K80® Manual | Max. Permissible D-Value (kN): 89,3 | Max. Permissible Vertical Load (kg): 4000
Adapted for Tractor
Fendt: Favorit 800: 816, 818, 822, 824; Favorit-Vario 900: 916, 920, 924, 926; 

Assembly Dimension Scharmüller S32 (390/25/32)
Art.Nr. 00.120.390.0-A02 | Ladder Hitches | Prepared for Drawbar

Alternative color
00.120.390.0-A02 (Black )
Technical Values*
Max. Permissible D-Value (kN): 97,1 | Max. Permissible Vertical Load (kg): 4000
Adapted for Tractor
Deutz-Fahr: Agrotron Serie 7 TTV: 7230, 7250; 
Fendt: Favorit 800: 816, 818, 822, 824; Favorit-Vario 900: 916, 920, 924, 926; 
Lamborghini: R6 T4i VRT: 230, 250; 
Same: X Continuo: 230, 250; 
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*For further technical (composite) values please read the installation and operating instruction.
graphics only symbolic | errors and misprints reserved. 


