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Ladder Hitches

Automatic Clevis Type CH-I (38mm Bolt) | Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.158.03.1-SET-A02 | Ladder Hitches | Standard

Alternative color
00.158.03.1-SET-A02 (Black )
Technical Values*
Max. Permissible D-Value (kN): 91,3 | Max. Permissible Vertical Load (kg): 2000
Adapted for Tractor
Manitou: MLT: 845, 940L; 

Automatic Clevis Type A11 (38mm Bolt) | Assembly Dimension Scharmüller S32 (255/25/32)
Art.Nr. 00.295.15.0-SET-A02 | Ladder Hitches | Standard

Alternative color
00.295.15.0-SET-A02 (Black )
Technical Values*
Max. Permissible D-Value (kN): 90 | Max. Permissible Vertical Load (kg): 2000
Adapted for Tractor
Manitou: MLT: 1033, 627, 633, 634, 641, 642, 730, 731, 732, 735, 741, 742, 932, 940; 

Automatic Clevis Type A11 (38mm Bolt) | Assembly Dimension Scharmüller S32 (255/25/32)
Art.Nr. 00.295.16.0-SET-A02 | Ladder Hitches | Standard

Alternative color
00.295.16.0-SET-A02 (Black )
Technical Values*
Max. Permissible D-Value (kN): 90 | Max. Permissible Vertical Load (kg): 2000
Adapted for Tractor
Manitou: MLT: 1060, 630, 840, 960; 
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*For further technical (composite) values please read the installation and operating instruction.
graphics only symbolic | errors and misprints reserved. 


