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Ladder Hitches

Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.290.00.0-A02 | Ladder Hitches | Standard

Alternative color
00.290.00.0-A02 (Black )
Technical Values*
Max. Permissible D-Value (kN): 40 | Max. Permissible Vertical Load (kg): 1500
Adapted for Tractor
Zetor: Proxima: 6421, 6441, 7421, 7441, 8421, 8441; Proxima Plus: 105, 10541, 115, 85, 8541, 95, 9541; 

Proxima Power: 105, 115, 85, 95; Proxima Pro Eko: 105, 115, 85, 95; UR 1: 3320, 3321, 3340, 3341, 
4320, 4321, 4340, 4341, 5011, 5045, 5211, 5245, 5320, 5321, 5340, 5341, 6011, 6045, 6211, 6245, 6320, 
6321, 6340, 6341, 7011, 7045, 7211, 7245, 7320, 7321, 7340, 7341, 7711; 

Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.291.00.1-A02 | Ladder Hitches | Standard

• Bolt Diameter 25mm
Alternative color
00.291.00.1-A02 (Black )
Technical Values*
Max. Permissible D-Value (kN): 66 | Max. Permissible Vertical Load (kg): 2000
Adapted for Tractor
Zetor: Forterra: 105, 10641, 11441, 115, 11741, 12441, 125, 8621, 8641, 95, 9621, 9641; UR 3: 10540, 11540, 

7520, 7540, 8520, 8540, 9520, 9540; 

Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.294.01.0-A02 | Ladder Hitches | Standard

• Bolt Diameter 25mm
Alternative color
00.294.01.0-A02 (Black )
Technical Values*
Max. Permissible D-Value (kN): 65,7 | Max. Permissible Vertical Load (kg): 2000
Adapted for Tractor
Zetor: UR 2: 10011, 10045, 10145, 10245, 12011, 12045, 12111, 12145, 12211, 12245, 14145, 14245, 14345, 

16045, 16145, 8011, 8045, 8111, 8145, 8211, 8245, 9245; 

Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.294.02.0-A02 | Ladder Hitches | Standard

• Bolt Diameter 30mm
Alternative color
00.294.02.0-A02 (Black )
Technical Values*
Max. Permissible D-Value (kN): 65,7 | Max. Permissible Vertical Load (kg): 2000
Adapted for Tractor
Zetor: UR 2: 10011, 10045, 10145, 10245, 12011, 12045, 12111, 12145, 12211, 12245, 14145, 14245, 14345, 

16045, 16145, 16245, 16345, 18345, 8011, 8045, 8111, 8145, 8211, 8245, 9245; 

Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.362.04.0-A02 | Ladder Hitches | Prepared for Drawbar

Alternative color
00.362.04.0-A02 (Black )
Technical Values*
Max. Permissible D-Value (kN): 42,8 | Max. Permissible Vertical Load (kg): 1200
Adapted for Tractor
Zetor: Utilix: HT-45, HT-55; 
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*For further technical (composite) values please read the installation and operating instruction.
graphics only symbolic | errors and misprints reserved. 
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Ladder Hitches

Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.362.05.0-A02 | Ladder Hitches | Prepared for Drawbar

Alternative color
00.362.05.0-A02 (Black )
Technical Values*
Max. Permissible D-Value (kN): 42,8 | Max. Permissible Vertical Load (kg): 1200
Adapted for Tractor
Zetor: Hortus: CL-65, HS-65; 
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*For further technical (composite) values please read the installation and operating instruction.
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