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Ladder Hitches

Assembly Dimension Scharmüller S32 (255/25/32)
Art.Nr. 00.161.92.2-A02 | Ladder Hitches | Standard

Alternative color
00.161.92.2-A02 (Black )
Technical Values*
Max. Permissible D-Value (kN): 43,7 | Max. Permissible Vertical Load (kg): 1500
Adapted for Tractor
Case IH: 2100 Pro: 2120, 2130, 2140, 2150; 
Claas: Nectis F 200: 227, 257, 267; Nectis VE 200: 217, 227, 237; Nectis VL 200: 217, 227, 237, 257, 267; 
John Deere: 5215F-5615F: 5215, 5315, 5515, 5615; 5215V-5615V: 5215, 5315, 5515, 5615; 5GF: 5075, 5080, 5085, 5090, 5100, 5105; 5GH: 5090; 5GL: 5075, 5085; 5GN: 5075, 

5085, 5100; 5GV: 5075, 5080, 5085, 5090, 5100; 
Massey Ferguson: 3605F: 3625, 3635, 3645, 3655; 3605GE: 3625, 3635, 3645, 3655; 3605S: 3625, 3635, 3645, 3655; 3605V: 3625, 3635; 

Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.162.01.0-A11 | Ladder Hitches | Standard

Alternative color
00.162.01.0-A11 (AGCO-Grey)
Technical Values*
Max. Permissible D-Value (kN): 43,7 | Max. Permissible Vertical Load (kg): 1500
Adapted for Tractor
Claas: Elios 200: 210, 220, 230; 
Massey Ferguson: 3600 (neu/new): 3625, 3630, 3640, 3650, 3660; 3605 (Carraro): 3615, 3625, 3635, 3645, 3655; 

K80® Ball Coupling System | Assembly Dimension Cramer (335/22/30)
Art.Nr. 00.217.82.0-A11 | Ladder Hitches | Standard

Alternative color
00.217.82.0-A11 (AGCO-Grey)
Technical Values*
Locking: K80® Manual | Max. Permissible D-Value (kN): 93,6 | Max. Permissible Vertical Load (kg): 3500
Adapted for Tractor
Claas: Ares 800: 816, 826, 836; 
Massey Ferguson: 6400 Dyna-4 (Tier 2): 6485, 6490, 6495; 

K80® Ball Coupling System | Assembly Dimension Cramer (335/22/30)
Art.Nr. 00.217.82.1-A11 | Ladder Hitches | Standard

• 4t Vertical Load possible with single Homologation
Alternative color
00.217.82.1-A11 (AGCO-Grey)
Technical Values*
Locking: K80® Manual | Max. Permissible D-Value (kN): 93,6 | Max. Permissible Vertical Load (kg): 3500
Adapted for Tractor
Challenger: MT 500 B AutoPower IV: 555, 565, 575, 585, 595; 
Claas: Axion 800 (A30/A31): 810, 820, 830, 840, 850; Axion 800 (A40/A41): 800, 810, 820, 830, 840, 850, 870; 

Axion 800 (A60/A61): 800, 810, 820, 830, 840, 850, 870; 
Massey Ferguson: 6400 Dyna-6 (Tier 3): 6485, 6490, 6495, 6497, 6499; 7600 Dyna-6: 7619, 7620, 7622, 7624, 7626; 

K80® Ball Coupling System | Assembly Dimension Cramer (335/22/30)
Art.Nr. 00.218.81.0-A11 | Ladder Hitches | Standard

Alternative color
00.218.81.0-A11 (AGCO-Grey)
Technical Values*
Locking: K80® Manual | Max. Permissible D-Value (kN): 89,3 | Max. Permissible Vertical Load (kg): 4000
Adapted for Tractor
Challenger: MT 500 B AutoPower IV: 525, 535, 545; 
Claas: Ares 500/600: 546, 547, 556, 557, 566, 567, 577, 616, 617, 656, 657, 696, 697; Arion 500 (A34/A35): 530, 540, 550; Arion 500 (A74/A75): 510, 530, 540, 550; 

Arion 500 (A94/A95): 510, 530, 550; Arion 600 (A36/A37): 620, 630, 640, 650; Arion 600 (A76/A77): 610, 620, 630, 640, 650, 660; Arion 600 (A96/A97): 610, 630, 
650, 660; 

Massey Ferguson: 6200: 6235, 6245, 6255, 6260, 6265, 6270, 6280, 6290; 6400 Dyna-4/6 / Dynashift: 6445, 6455, 6460, 6465, 6470, 6475, 6480; 6600 Dyna-6: 6613, 6614, 6615, 6616; 
6700 S Dyna-6: 6713, 6714, 6715, 6716, 6718; 7600 Dyna-6: 7615, 7616, 7618; 7700 Dyna-6: 7715, 7716, 7718; 
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Ladder Hitches

K80® Ball Coupling System | Assembly Dimension Cramer (335/22/30)
Art.Nr. 00.222.80.0-A11 | Ladder Hitches | Standard

Alternative color
00.222.80.0-A11 (AGCO-Grey)
Technical Values*
Locking: K80® Manual | Max. Permissible D-Value (kN): 102,4 | Max. Permissible Vertical Load (kg): 4000
Adapted for Tractor
Claas: Atles: 915, 925, 926, 935, 936, 946; Axion 900 (A23): 920, 930, 940, 950; Axion 900 (A44): 920, 930, 

940, 950, 960; 
Landini: Powerful: 230, 260, 280; 
Massey Ferguson: 6400 Dyna-4 (Tier 2): 6497, 6499; 8100: 8170, 8180; 8200: 8210, 8220, 8230, 8240, 8250, 8260, 8270, 

8280; 
McCormick: ZTX: 230, 260, 280; 

Assembly Dimension Scharmüller S32 (255/25/32)
Art.Nr. 00.223.00.2-A06 | Ladder Hitches | Standard

Alternative color
00.223.00.2-A06 (Traffic-Grey)
Technical Values*
Max. Permissible D-Value (kN): 65,4 | Max. Permissible Vertical Load (kg): 2000
Adapted for Tractor
Claas: Scorpion: 6030, 6035, 7030, 7035, 7040, 7044, 7045, 7050, 7055, 9040, 9055; Scorpion (Stage V): 1033, 

635, 732, 736, 741, 746, 756, 960; 

Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.223.08.3-A06 | Ladder Hitches | Standard

Alternative color
00.223.08.3-A06 (Traffic-Grey)
Technical Values*
Max. Permissible D-Value (kN): 75,6 | Max. Permissible Vertical Load (kg): 2000
Adapted for Tractor
Claas: Scorpion: 6030, 6035, 7030, 7035, 7040, 7044, 7045, 7050, 7055, 9040, 9055; Scorpion (Stage V): 1033, 

635, 732, 736, 741, 746, 756, 960; 

Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.271.02.0-A02 | Ladder Hitches | Standard

Alternative color
00.271.02.0-A02 (Black )
Technical Values*
Max. Permissible D-Value (kN): 37,9 | Max. Permissible Vertical Load (kg): 1200
Adapted for Tractor
Claas: Talos 200: 210, 220, 230, 240; 
LS: Plus: 100, 70, 80, 90; XP: 7086, 7095, 7102; 

Assembly Dimension Cramer (335/22/30)
Art.Nr. 00.217.11.0-A11 | Ladder Hitches | Short

Alternative color
00.217.11.0-A11 (AGCO-Grey)
Technical Values*
Max. Permissible D-Value (kN): 89,3 | Max. Permissible Vertical Load (kg): 2500
Adapted for Tractor
Claas: Ares 800: 816, 826, 836; 
Massey Ferguson: 6400 Dyna-4 (Tier 2): 6485, 6490, 6495; 

Status: 16.03.2022
Page 2

*For further technical (composite) values please read the installation and operating instruction.
graphics only symbolic | errors and misprints reserved. 



SCHARM?LLER Gesellschaft m.b.H & CoKG
A-4892 Fornach, Doppelm?hle 14
Phone 00 43 (0)76 82/63 46, Fax - 50
e-Mail: office@scharmueller.at ? www.scharmueller.at

Ladder Hitches

Assembly Dimension Cramer (335/22/30)
Art.Nr. 00.217.12.0-A11 | Ladder Hitches | Short

Alternative color
00.217.12.0-A11 (AGCO-Grey)
Technical Values*
Max. Permissible D-Value (kN): 69,8 | Max. Permissible Vertical Load (kg): 2000
Adapted for Tractor
Challenger: MT 500 B AutoPower IV: 555, 565, 575, 585, 595; 
Claas: Axion 800 (A30/A31): 810, 820, 830, 840, 850; Axion 800 (A40/A41): 800, 810, 820, 830, 840, 850, 870; 

Axion 800 (A60/A61): 800, 810, 820, 830, 840, 850, 870; 
Massey Ferguson: 6400 Dyna-6 (Tier 3): 6485, 6490, 6495, 6497, 6499; 7600 Dyna-6: 7619, 7620, 7624, 7626; 

Assembly Dimension Cramer (335/22/30)
Art.Nr. 00.218.10.1-A11 | Ladder Hitches | Short

Alternative color
00.218.10.1-A11 (AGCO-Grey)
Technical Values*
Max. Permissible D-Value (kN): 82,4 | Max. Permissible Vertical Load (kg): 2000
Adapted for Tractor
Challenger: MT 500 B AutoPower IV: 525, 535, 545; 
Claas: Ares 500/600: 546, 547, 556, 557, 566, 567, 577, 616, 617, 656, 657, 696, 697; Arion 500 (A34/A35): 530, 540, 550; Arion 500 (A74/A75): 510, 530, 540, 550; 

Arion 500 (A94/A95): 510, 530, 550; Arion 600 (A36/A37): 620, 630, 640, 650; Arion 600 (A76/A77): 610, 620, 630, 640, 650, 660; Arion 600 (A96/A97): 610, 630, 
650, 660; 

Massey Ferguson: 6200: 6235, 6245, 6255, 6260, 6265, 6270, 6280, 6290; 6400 Dyna-4/6 / Dynashift: 6445, 6455, 6460, 6465, 6470, 6475, 6480; 6600 Dyna-6: 6613, 6614, 6615, 6616; 
6700 S Dyna-6: 6713, 6714, 6715, 6716, 6718; 7600 Dyna-6: 7615, 7616, 7618; 7700 Dyna-6: 7715, 7716, 7718; 

Assembly Dimension Cramer (335/22/30)
Art.Nr. 00.218.15.0-A11 | Ladder Hitches | Short

Alternative color
00.218.15.0-A11 (AGCO-Grey)
Technical Values*
Max. Permissible D-Value (kN): 82,4 | Max. Permissible Vertical Load (kg): 2000
Adapted for Tractor
Claas: Arion 400 (A21): 410, 420, 430, 440, 450, 460; Arion 500 (A18): 510, 520, 530, 540; 

Arion 600 (A19/A20): 610, 620, 630, 640; 
Massey Ferguson: 5400: 5425, 5435, 5445, 5455, 5460, 5465, 5470, 5475, 5480; 6600 Dyna-4: 6612, 6613, 6615; 

6700 S Dyna-4: 6712, 6713, 6714, 6715; 7600 Dyna-4: 7614, 7615; 7700 Dyna-4: 7714, 7715; 

Assembly Dimension Cramer (335/22/30)
Art.Nr. 00.224.10.0-A11 | Ladder Hitches | Short

Alternative color
00.224.10.0-A11 (AGCO-Grey)
Technical Values*
Max. Permissible D-Value (kN): 65,7 | Max. Permissible Vertical Load (kg): 2000
Adapted for Tractor
Claas: Arion 400 (A32/A43): 410, 420, 430, 440, 450, 460; Arion 400 (A72/A73): 410, 420, 430, 440, 450, 460; 
Massey Ferguson: 5400: 5410, 5420, 5430, 5440, 5450; 5600 Dyna-4: 5608, 5609, 5610, 5611, 5612, 5613; 5600 Dyna-6: 

5608, 5609, 5610, 5611, 5612, 5613; 5700(SL) Dyna-4/6: 5710, 5711, 5712, 5713; 
Valtra: A4-Serie: 104, 114, 124, 134, 74, 84, 94; G-Serie: 105, 115, 125, 135; 

Assembly Dimension Cramer (335/22/30)
Art.Nr. 00.153.00.1-A11 | Ladder Hitches | Long

Alternative color
00.153.00.1-A11 (AGCO-Grey)
Technical Values*
Max. Permissible D-Value (kN): 46,5 | Max. Permissible Vertical Load (kg): 1500
Adapted for Tractor
Claas: Axos: 310, 320, 330, 340; Celtis: 426, 436, 446, 456; 
John Deere: 3100-3400: 3100, 3200, 3300, 3400; 
Renault: Ceres: 310, 320, 330, 340; 
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Ladder Hitches

Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.162.20.0-A02 | Ladder Hitches | Long

Alternative color
00.162.20.0-A02 (Black )
Technical Values*
Max. Permissible D-Value (kN): 43,7 | Max. Permissible Vertical Load (kg): 1500
Adapted for Tractor
Claas: Elios 200: 210, 220, 230; 
John Deere: 5215-5515: 5215, 5315, 5415, 5515; 5300-5500: 5300, 5400, 5500; 5310-5510: 5310, 5410, 5510; 
Massey Ferguson: 3600 (neu/new): 3625, 3630, 3640, 3650, 3660; 3605 (Carraro): 3615, 3625, 3635, 3645, 3655; 

Assembly Dimension Cramer (335/22/30)
Art.Nr. 00.217.01.0-A11 | Ladder Hitches | Prepared for Drawbar

Alternative color
00.217.01.0-A11 (AGCO-Grey)
Technical Values*
Max. Permissible D-Value (kN): 89,3 | Max. Permissible Vertical Load (kg): 2500
Adapted for Tractor
Claas: Ares 800: 816, 826, 836; 
Massey Ferguson: 6400 Dyna-4 (Tier 2): 6485, 6490, 6495; 

Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.217.02.1-A11 | Ladder Hitches | Prepared for Drawbar

Alternative color
00.217.02.1-A11 (AGCO-Grey)
Technical Values*
Max. Permissible D-Value (kN): 89,3 | Max. Permissible Vertical Load (kg): 2500
Adapted for Tractor
Challenger: MT 500 B AutoPower IV: 555, 565, 575, 585, 595; 
Claas: Axion 800 (A30/A31): 810, 820, 830, 840, 850; Axion 800 (A40/A41): 800, 810, 820, 830, 840, 850, 870; 

Axion 800 (A60/A61): 800, 810, 820, 830, 840, 850, 870; 
Massey Ferguson: 6400 Dyna-6 (Tier 3): 6485, 6490, 6495, 6497, 6499; 7600 Dyna-6: 7619, 7620, 7622, 7624, 7626; 

Assembly Dimension Cramer (335/22/30)
Art.Nr. 00.218.03.2-A11 | Ladder Hitches | Prepared for Drawbar

Alternative color
00.218.03.2-A11 (AGCO-Grey)
Technical Values*
Max. Permissible D-Value (kN): 82,4 | Max. Permissible Vertical Load (kg): 3000
Adapted for Tractor
Challenger: MT 500 B AutoPower IV: 525, 535, 545; 
Claas: Ares 500/600: 546, 547, 556, 557, 566, 567, 577, 616, 617, 656, 657, 696, 697; Arion 500 (A34/A35): 530, 540, 550; Arion 500 (A74/A75): 510, 530, 540, 550; 

Arion 500 (A94/A95): 510, 530, 550; Arion 600 (A36/A37): 620, 630, 640, 650; Arion 600 (A76/A77): 610, 620, 630, 640, 650, 660; Arion 600 (A96/A97): 610, 630, 
650, 660; 

Massey Ferguson: 6200: 6235, 6245, 6255, 6260, 6265, 6270, 6280, 6290; 6400 Dyna-4/6 / Dynashift: 6445, 6455, 6460, 6465, 6470, 6475, 6480; 6600 Dyna-6: 6613, 6614, 6615, 6616; 
6700 S Dyna-6: 6713, 6714, 6715, 6716, 6718; 7600 Dyna-6: 7615, 7616, 7618; 7700 Dyna-6: 7715, 7716, 7718; 

Assembly Dimension Cramer (335/22/30)
Art.Nr. 00.218.05.2-A11 | Ladder Hitches | Prepared for Drawbar

Alternative color
00.218.05.2-A11 (AGCO-Grey)
Technical Values*
Max. Permissible D-Value (kN): 67,6 | Max. Permissible Vertical Load (kg): 1800
Adapted for Tractor
Claas: Arion 400 (A21): 410, 420, 430, 440, 450, 460; Arion 500 (A18): 510, 520, 530, 540; 

Arion 600 (A19/A20): 610, 620, 630, 640; 
Massey Ferguson: 5400: 5425, 5435, 5445, 5455, 5460, 5465, 5470, 5475, 5480; 6600 Dyna-4: 6612, 6613, 6615; 

6700 S Dyna-4: 6712, 6713, 6714, 6715; 7600 Dyna-4: 7614, 7615; 7700 Dyna-4: 7714, 7715; 
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Ladder Hitches

Assembly Dimension Scharmüller S32 (390/25/32)
Art.Nr. 00.218.390.0-A29 | Ladder Hitches | Prepared for Drawbar

Alternative color
00.218.390.0-A29 (Claas-Grey )
Technical Values*
Max. Permissible D-Value (kN): 89,3 | Max. Permissible Vertical Load (kg): 4000
Adapted for Tractor
Claas: Arion 500 (A34/A35): 530, 540, 550; Arion 500 (A74/A75): 510, 530, 540, 550; Arion 500 (A94/A95): 

510, 530, 550; Arion 600 (A36/A37): 620, 630, 640, 650; Arion 600 (A76/A77): 610, 620, 630, 640, 650, 
660; Arion 600 (A96/A97): 610, 630, 650, 660; 

Massey Ferguson: 6600 Dyna-6: 6613, 6614, 6615, 6616; 6700 S Dyna-6: 6713, 6714, 6715, 6716, 6718; 7600 Dyna-6: 
7615, 7616, 7618; 7700 Dyna-6: 7715, 7716, 7718; 

Draw-Pin (Pitonfix) | Assembly Dimension Cramer (335/22/30)
Art.Nr. 00.218.71.0-A11 | Ladder Hitches | Prepared for Drawbar

Alternative color
00.218.71.0-A11 (AGCO-Grey)
Technical Values*
Locking: Draw Pin (Pitonfix) Manual | Max. Permissible D-Value (kN): 82,4 | Max. Permissible Vertical Load (kg): 3000
Adapted for Tractor
Challenger: MT 500 B AutoPower IV: 525, 535, 545; 
Claas: Ares 500/600: 546, 547, 556, 557, 566, 567, 577, 616, 617, 656, 657, 696, 697; Arion 500 (A34/A35): 530, 540, 550; Arion 500 (A74/A75): 510, 530, 540, 550; 

Arion 500 (A94/A95): 510, 530, 550; Arion 600 (A36/A37): 620, 630, 640, 650; Arion 600 (A76/A77): 610, 620, 630, 640, 650, 660; Arion 600 (A96/A97): 610, 630, 
650, 660; 

Massey Ferguson: 6200: 6235, 6245, 6255, 6260, 6265, 6270, 6280, 6290; 6400 Dyna-4/6 / Dynashift: 6445, 6455, 6460, 6465, 6470, 6475, 6480; 6600 Dyna-6: 6613, 6614, 6615, 6616; 
6700 S Dyna-6: 6713, 6714, 6715, 6716, 6718; 7600 Dyna-6: 7615, 7616, 7618; 7700 Dyna-6: 7715, 7716, 7718; 

Assembly Dimension Cramer (335/22/30)
Art.Nr. 00.222.00.0-A11 | Ladder Hitches | Prepared for Drawbar

Alternative color
00.222.00.0-A11 (AGCO-Grey)
Technical Values*
Max. Permissible D-Value (kN): 102,4 | Max. Permissible Vertical Load (kg): 2000
Adapted for Tractor
Claas: Atles: 915, 925, 926, 935, 936, 946; Axion 900 (A23): 920, 930, 940, 950; Axion 900 (A44): 920, 930, 

940, 950, 960; 
Landini: Powerful: 230, 260, 280; 
Massey Ferguson: 6400 Dyna-4 (Tier 2): 6497, 6499; 8100: 8170, 8180; 8200: 8210, 8220, 8230, 8240, 8250, 8260, 8270, 

8280; 
McCormick: ZTX: 230, 260, 280; 

Assembly Dimension Cramer (335/22/30)
Art.Nr. 00.224.02.1-A11 | Ladder Hitches | Prepared for Drawbar

Alternative color
00.224.02.1-A11 (AGCO-Grey)
Technical Values*
Max. Permissible D-Value (kN): 71,9 | Max. Permissible Vertical Load (kg): 2000
Adapted for Tractor
Claas: Arion 400 (A32/A43): 410, 420, 430, 440, 450, 460; Arion 400 (A72/A73): 410, 420, 430, 440, 450, 460; 
Massey Ferguson: 5400: 5410, 5420, 5430, 5440, 5450; 5600 Dyna-4: 5608, 5609, 5610, 5611, 5612, 5613; 5600 Dyna-6: 

5608, 5609, 5610, 5611, 5612, 5613; 5700(SL) Dyna-4/6: 5710, 5711, 5712, 5713; 
Valtra: A4-Serie: 104, 114, 124, 134, 74, 84, 94; G-Serie: 105, 115, 125, 135; 

Assembly Dimension Scharmüller S32 (390/25/32)
Art.Nr. 00.226.390.1-A29 | Ladder Hitches | Prepared for Drawbar

Alternative color
00.226.390.1-A29 (Claas-Grey )
Technical Values*
Max. Permissible D-Value (kN): 117 | Max. Permissible Vertical Load (kg): 4000
Adapted for Tractor
Claas: Axion 900 (A44): 920, 930, 940, 950, 960; Axion 900 Terra Trac (A42): 930, 960; 
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Ladder Hitches

Assembly Dimension Scharmüller S32 (390/25/32)
Art.Nr. 00.227.391.0-A29 | Ladder Hitches | Prepared for Drawbar

Alternative color
00.227.391.0-A29 (Claas-Grey )
Technical Values*
Max. Permissible D-Value (kN): 100,2 | Max. Permissible Vertical Load (kg): 4000
Adapted for Tractor
Claas: Axion 800 (A30/A31): 810, 820, 830, 840, 850; Axion 800 (A40/A41): 800, 810, 820, 830, 840, 850, 870; 

Axion 800 (A60/A61): 800, 810, 820, 830, 840, 850, 870; 

Assembly Dimension Scharmüller S32 (390/25/32)
Art.Nr. 00.228.390.0-A29 | Ladder Hitches | Prepared for Drawbar

Alternative color
00.228.390.0-A29 (Claas-Grey )
Technical Values*
Max. Permissible D-Value (kN): 120,2 | Max. Permissible Vertical Load (kg): 4000
Adapted for Tractor
Claas: Xerion : 4000, 4500, 5000; 

Assembly Dimension Scharmüller S32 (295/25/32)
Art.Nr. 00.270.01.0-A02 | Ladder Hitches | Prepared for Drawbar

Alternative color
00.270.01.0-A02 (Black )
Technical Values*
Max. Permissible D-Value (kN): 24,7 | Max. Permissible Vertical Load (kg): 1250
Adapted for Tractor
Claas: Talos 100: 120, 130; 
LS: U: 43, 50, 60; 
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