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Ladder Hitches

Assembly Dimension KN Scharmüller (180/16/25)
Art.Nr. 00.147.00.2-A02 | Ladder Hitches | Standard

Alternative color
00.147.00.2-A02 (Black ) | 00.147.00.2-A17 (JD-Green)
Technical Values*
Max. Permissible D-Value (kN): 9,2 | Max. Permissible Vertical Load (kg): 150
Adapted for Tractor
John Deere: 2520-2720: 2520, 2720; 2R: 2025, 2027, 2032 (bis 2016); 4100-4115: 4100, 4110, 4115; 

Assembly Dimension KN Scharmüller (200/16/25)
Art.Nr. 00.147.05.2-A02 | Ladder Hitches | Standard

Alternative color
00.147.05.2-A02 (Black ) | 00.147.05.2-A17 (JD-Green)
Technical Values*
Max. Permissible D-Value (kN): 23,9 | Max. Permissible Vertical Load (kg): 500
Adapted for Tractor
John Deere: 3120-3720: 3120, 3320, 3520, 3720; 3R: 3033, 3035, 3037, 3038, 3039, 3045, 3046; 

Assembly Dimension KN Scharmüller (200/16/25)
Art.Nr. 00.148.00.0-A02 | Ladder Hitches | Standard

Alternative color
00.148.00.0-A02 (Black )
Technical Values*
Max. Permissible D-Value (kN): 9,2 | Max. Permissible Vertical Load (kg): 150
Adapted for Tractor
John Deere: 4200-4400: 4200, 4300, 4400; 4210-4410: 4210, 4310, 4410; 

Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.148.02.0-A17 | Ladder Hitches | Standard

• Please request Technical Drawing
Alternative color
00.148.02.0-A17 (JD-Green)
Technical Values*
Max. Permissible D-Value (kN): 73,6 | Max. Permissible Vertical Load (kg): 2000
Adapted for Tractor
John Deere: 4040-4640: 4040, 4240, 4440, 4640; 4050-4850: 4050, 4250, 4350, 4450; 4055-4955: 4055, 4255, 4455; 

K80® Ball Coupling System | Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.148.80.0-A17 | Ladder Hitches | Standard

• Please request Technical Drawing
Alternative color
00.148.80.0-A17 (JD-Green)
Technical Values*
Locking: K80® Manual | Max. Permissible D-Value (kN): 73,6 | Max. Permissible Vertical Load (kg): 3000
Adapted for Tractor
John Deere: 4040-4640: 4040, 4240, 4440, 4640; 4050-4850: 4050, 4250, 4350, 4450; 4055-4955: 4055, 4255, 4455; 
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Ladder Hitches

Assembly Dimension Scharmüller S32 (225/25/32)
Art.Nr. 00.149.02.0-A02 | Ladder Hitches | Standard

Alternative color
00.149.02.0-A02 (Black )
Technical Values*
Max. Permissible D-Value (kN): 21,8 | Max. Permissible Vertical Load (kg): 600
Adapted for Tractor
John Deere: 4120-4720: 4120, 4320, 4520, 4720; 4500-4700: 4500, 4600, 4700; 4510-4710: 4510, 4610, 4710; 

Assembly Dimension JSV-Scharmüller (325/25/26)
Art.Nr. 00.150.00.0-A17 | Ladder Hitches | Standard

Alternative color
00.150.00.0-A17 (JD-Green)
Technical Values*
Max. Permissible D-Value (kN): 52 | Max. Permissible Vertical Load (kg): 1500
Adapted for Tractor
John Deere: 1350-1950: 1350, 1550, 1750, 1850, 1950; 2250-2850: 2250, 2450, 2650; 

Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.150.00.3-A17 | Ladder Hitches | Standard

Alternative color
00.150.00.3-A17 (JD-Green)
Technical Values*
Max. Permissible D-Value (kN): 65,7 | Max. Permissible Vertical Load (kg): 1500
Adapted for Tractor
John Deere: 1350-1950: 1350, 1550, 1750, 1850, 1950; 2250-2850: 2250, 2450, 2650; 

Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.152.01.0-A17 | Ladder Hitches | Standard

Alternative color
00.152.01.0-A17 (JD-Green)
Technical Values*
Max. Permissible D-Value (kN): 44,2 | Max. Permissible Vertical Load (kg): 1250
Adapted for Tractor
John Deere: 2250-2850: 2850; 

Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.152.05.0-A17 | Ladder Hitches | Standard

Alternative color
00.152.05.0-A17 (JD-Green)
Technical Values*
Max. Permissible D-Value (kN): 70 | Max. Permissible Vertical Load (kg): 2000
Adapted for Tractor
John Deere: 3040-3640 SG2: 3040, 3140, 3340, 3640; 3050-3650: 3050, 3350, 3650; 
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Ladder Hitches

Assembly Dimension KN Scharmüller (180/16/25)
Art.Nr. 00.154.03.0-A02 | Ladder Hitches | Standard

Alternative color
00.154.03.0-A02 (Black )
Technical Values*
Max. Permissible D-Value (kN): 12,1 | Max. Permissible Vertical Load (kg): 500
Adapted for Tractor
John Deere: 2R: 2032 (MY2020), 2036, 2038; 3E: 3025, 3032, 3036, 3038; 

Assembly Dimension KN Scharmüller (200/16/25)
Art.Nr. 00.154.04.0-A02 | Ladder Hitches | Standard

Alternative color
00.154.04.0-A02 (Black )
Technical Values*
Max. Permissible D-Value (kN): 8,4 | Max. Permissible Vertical Load (kg): 295
Adapted for Tractor
John Deere: 1R: 1026; 2R: 2026; 

Draw-Pin (Pitonfix) | Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.157.62.0-A17 | Ladder Hitches | Standard

Alternative color
00.157.62.0-A17 (JD-Green)
Technical Values*
Locking: Draw Pin (Pitonfix) Manual | Max. Permissible D-Value (kN): 91,3 | Max. Permissible Vertical Load (kg): 3000
Adapted for Tractor
John Deere: 6000: 6100, 6200, 6300, 6400, 6600, 6800, 6900; 6010: 6010, 6110, 6210, 6310, 6410, 6510, 6610, 6810, 6910; 6020: 6020, 6120, 6220, 6320, 6420, 6520, 6620, 6820, 

6920; 6030: 6130, 6230, 6330, 6430, 6530, 6534, 6630, 6830, 6930; 6M 6090 - 6145 (Tier 4 / Stage V) MY20: 6090M, 6100M, 6110M, 6120M, 6130M, 6140M, 6145M; 
6M 6105 - 6140 (Tier 4 Interim): 6105M, 6115M, 6125M, 6130M, 6140M; 6M 6110 - 6145 (Tier 4 Final) MY18: 6110M, 6120M, 6130M, 6135M, 6145M; 
6M 6150 - 6170 (Tier 4 Interim): 6150M, 6170M; 6M 6155 (Tier 4 / Stage V): 6155M; 6M 6155 (Tier 4 Final) MY18: 6155M; 6M 6175 - 6195 (Tier 4 / Stage V): 
6175M, 6195M; 6M 6175 - 6195 (Tier 4 Final) MY18: 6175M, 6195M; 6R 110 - 150 (Tier 4 / Stage V): 6R 110, 6R 120, 6R 130, 6R 140, 6R 150; 
6R 145 - 185 (Tier 4 / Stage V): 6R 145, 6R 155, 6R 165, 6R 185; 6R 6.105 - 6.130 (Tier 4 Interim): 6.105, 6.115, 6.125, 6.130; 
6R 6.110 - 6.135 (Tier 4 Final) MY18: 6.110, 6.120, 6.130, 6.135; 6R 6.140 - 6.150 (Tier 4 Interim): 6.140, 6.150; 6R 6.145 - 6.155 (Tier 4 Final) MY18: 6.145, 
6.155; 6R 6.170 - 6.210 (Tier 4 Interim): 6.170, 6.190, 6.210; 7000: 7600, 7700, 7800; 7010: 7210, 7410, 7510, 7610, 7710, 7810; 7020: 7220, 7320, 7420, 7520, 
7720, 7820, 7920; 7030: 7130, 7230, 7330, 7430, 7530, 7730, 7830, 7930; 

Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.158.03.4-A17 | Ladder Hitches | Standard

Alternative color
00.158.03.4-A17 (JD-Green)
Technical Values*
Max. Permissible D-Value (kN): 91,3 | Max. Permissible Vertical Load (kg): 2000
Adapted for Tractor
John Deere: 6MC: 6090, 6095, 6100, 6105, 6110, 6115; 6RC: 6090, 6100, 6110; 

Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.158.04.0-A17 | Ladder Hitches | Standard

Alternative color
00.158.04.0-A17 (JD-Green)
Technical Values*
Max. Permissible D-Value (kN): 91,3 | Max. Permissible Vertical Load (kg): 2000
Adapted for Tractor
John Deere: 6000: 6100, 6200, 6300, 6400; 6010: 6010, 6110, 6210, 6310, 6410, 6510, 6610; 6020: 6020, 6120, 6220, 

6320, 6420, 6520, 6620; 6030: 6130, 6230, 6330, 6430, 6530, 6534, 6630; 
6M 6090 - 6145 (Tier 4 / Stage V) MY20: 6090M, 6100M, 6110M, 6120M, 6130M, 6140M, 6145M; 
6M 6105 - 6140 (Tier 4 Interim): 6105M, 6115M, 6125M, 6130M, 6140M; 
6M 6110 - 6145 (Tier 4 Final) MY18: 6110M, 6120M, 6130M, 6135M, 6145M; 
6M 6155 (Tier 4 / Stage V): 6155M; 6M 6155 (Tier 4 Final) MY18: 6155M; 
6R 110 - 150 (Tier 4 / Stage V): 6R 110, 6R 120, 6R 130, 6R 140, 6R 150; 
6R 6.105 - 6.130 (Tier 4 Interim): 6.105, 6.115, 6.125, 6.130; 6R 6.110 - 6.135 (Tier 4 Final) MY18: 
6.110, 6.120, 6.130, 6.135; Status: 16.03.2022
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Ladder Hitches

Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.158.04.2-A17 | Ladder Hitches | Standard

Alternative color
00.158.04.2-A17 (JD-Green)
Technical Values*
Max. Permissible D-Value (kN): 91,3 | Max. Permissible Vertical Load (kg): 2000
Adapted for Tractor
John Deere: 6000: 6800, 6900; 6010: 6810, 6910; 6020: 6820, 6920; 6030: 6830, 6930; 

6M 6150 - 6170 (Tier 4 Interim): 6150M, 6170M; 6M 6155 (Tier 4 / Stage V): 6155M; 
6M 6155 (Tier 4 Final) MY18: 6155M; 6M 6175 - 6195 (Tier 4 / Stage V): 6175M, 6195M; 
6M 6175 - 6195 (Tier 4 Final) MY18: 6175M, 6195M; 6R 145 - 185 (Tier 4 / Stage V): 6R 145, 6R 155, 
6R 165, 6R 185; 6R 6.140 - 6.150 (Tier 4 Interim): 6.140, 6.150; 
6R 6.145 - 6.155 (Tier 4 Final) MY18: 6.145, 6.155; 6R 6.170 - 6.210 (Tier 4 Interim): 6.170, 6.190, 
6.210; 7000: 7600, 7700, 7800; 7010: 7210, 7410, 7510, 7610, 7710, 7810; 7020: 7220, 7320, 7420, 
7520, 7720, 7820, 7920; 7030: 7130, 7230, 7330, 7430, 7530, 7730, 7830, 7930; 

K80® Ball Coupling System | Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.158.83.2-A17 | Ladder Hitches | Standard

Alternative color
00.158.83.2-A17 (JD-Green)
Technical Values*
Locking: K80® Manual | Max. Permissible D-Value (kN): 102,4 | Max. Permissible Vertical Load (kg): 4000
Adapted for Tractor
John Deere: 6000: 6100, 6200, 6300, 6400, 6600, 6800, 6900; 6010: 6010, 6110, 6210, 6310, 6410, 6510, 6610, 6810, 6910; 6020: 6020, 6120, 6220, 6320, 6420, 6520, 6620, 6820, 

6920; 6030: 6130, 6230, 6330, 6430, 6530, 6534, 6630, 6830, 6930; 6M 6090 - 6145 (Tier 4 / Stage V) MY20: 6090M, 6100M, 6110M, 6120M, 6130M, 6140M, 6145M; 
6M 6105 - 6140 (Tier 4 Interim): 6105M, 6115M, 6125M, 6130M, 6140M; 6M 6110 - 6145 (Tier 4 Final) MY18: 6110M, 6120M, 6130M, 6135M, 6145M; 
6M 6150 - 6170 (Tier 4 Interim): 6150M, 6170M; 6M 6155 (Tier 4 / Stage V): 6155M; 6M 6155 (Tier 4 Final) MY18: 6155M; 6M 6175 - 6195 (Tier 4 / Stage V): 
6175M, 6195M; 6M 6175 - 6195 (Tier 4 Final) MY18: 6175M, 6195M; 6R 110 - 150 (Tier 4 / Stage V): 6R 110, 6R 120, 6R 130, 6R 140, 6R 150; 
6R 145 - 185 (Tier 4 / Stage V): 6R 145, 6R 155, 6R 165, 6R 185; 6R 6.105 - 6.130 (Tier 4 Interim): 6.105, 6.115, 6.125, 6.130; 
6R 6.110 - 6.135 (Tier 4 Final) MY18: 6.110, 6.120, 6.130, 6.135; 6R 6.140 - 6.150 (Tier 4 Interim): 6.140, 6.150; 6R 6.145 - 6.155 (Tier 4 Final) MY18: 6.145, 
6.155; 6R 6.170 - 6.210 (Tier 4 Interim): 6.170, 6.190, 6.210; 7000: 7600, 7700, 7800; 7010: 7210, 7410, 7510, 7610, 7710, 7810; 7020: 7220, 7320, 7420, 7520, 
7720, 7820, 7920; 7030: 7130, 7230, 7330, 7430, 7530, 7730, 7830, 7930; 

K80® Ball Coupling System | Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.158.88.0-A17 | Ladder Hitches | Standard

Alternative color
00.158.88.0-A17 (JD-Green)
Technical Values*
Locking: K80® Automatic | Max. Permissible D-Value (kN): 91,3 | Max. Permissible Vertical Load (kg): 4000
Adapted for Tractor
John Deere: 6000: 6100, 6200, 6300, 6400, 6600, 6800, 6900; 6010: 6010, 6110, 6210, 6310, 6410, 6510, 6610, 6810, 6910; 6020: 6020, 6120, 6220, 6320, 6420, 6520, 6620, 6820, 

6920; 6030: 6130, 6230, 6330, 6430, 6530, 6534, 6630, 6830, 6930; 6M 6090 - 6145 (Tier 4 / Stage V) MY20: 6090M, 6100M, 6110M, 6120M, 6130M, 6140M, 6145M; 
6M 6105 - 6140 (Tier 4 Interim): 6105M, 6115M, 6125M, 6130M, 6140M; 6M 6110 - 6145 (Tier 4 Final) MY18: 6110M, 6120M, 6130M, 6135M, 6145M; 
6M 6150 - 6170 (Tier 4 Interim): 6150M, 6170M; 6M 6155 (Tier 4 / Stage V): 6155M; 6M 6155 (Tier 4 Final) MY18: 6155M; 6M 6175 - 6195 (Tier 4 / Stage V): 
6175M, 6195M; 6M 6175 - 6195 (Tier 4 Final) MY18: 6175M, 6195M; 6R 110 - 150 (Tier 4 / Stage V): 6R 110, 6R 120, 6R 130, 6R 140, 6R 150; 
6R 145 - 185 (Tier 4 / Stage V): 6R 145, 6R 155, 6R 165, 6R 185; 6R 6.105 - 6.130 (Tier 4 Interim): 6.105, 6.115, 6.125, 6.130; 
6R 6.110 - 6.135 (Tier 4 Final) MY18: 6.110, 6.120, 6.130, 6.135; 6R 6.140 - 6.150 (Tier 4 Interim): 6.140, 6.150; 6R 6.145 - 6.155 (Tier 4 Final) MY18: 6.145, 
6.155; 6R 6.170 - 6.210 (Tier 4 Interim): 6.170, 6.190, 6.210; 7000: 7600, 7700, 7800; 7010: 7210, 7410, 7510, 7610, 7710, 7810; 7020: 7220, 7320, 7420, 7520, 
7720, 7820, 7920; 7030: 7130, 7230, 7330, 7430, 7530, 7730, 7830, 7930; 

Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.159.01.0-A17 | Ladder Hitches | Standard

Alternative color
00.159.01.0-A17 (JD-Green)
Technical Values*
Max. Permissible D-Value (kN): 61 | Max. Permissible Vertical Load (kg): 2000
Adapted for Tractor
John Deere: 8000: 8100, 8200, 8300, 8400; 8010: 8110, 8210, 8310, 8410; 8020: 8120, 8220, 8320, 8420, 8520; 

Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.159.25.0-A17 | Ladder Hitches | Standard

Alternative color
00.159.25.0-A17 (JD-Green)
Technical Values*
Max. Permissible D-Value (kN): 97,1 | Max. Permissible Vertical Load (kg): 3000
Adapted for Tractor
John Deere: 8030: 8130, 8230, 8330, 8430, 8530; 8R (Tier 3A): 8.225, 8.245, 8.270, 8.295, 8.320, 8.345; 

8R (Tier 3B): 8.235, 8.260, 8.285, 8.310, 8.335, 8.360; 
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Ladder Hitches

K80® Ball Coupling System | Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.159.81.0-A17 | Ladder Hitches | Standard

Alternative color
00.159.81.0-A17 (JD-Green)
Technical Values*
Locking: K80® Manual | Max. Permissible D-Value (kN): 102,4 | Max. Permissible Vertical Load (kg): 4000
Adapted for Tractor
John Deere: 8030: 8130, 8230, 8330, 8430, 8530; 8R (Tier 3A): 8.225, 8.245, 8.270, 8.295, 8.320, 8.345; 

8R (Tier 3B): 8.235, 8.260, 8.285, 8.310, 8.335, 8.360; 

K80® Ball Coupling System | Assembly Dimension Scharmüller S32 (390/25/32)
Art.Nr. 00.160.81.1-A17 | Ladder Hitches | Standard

Alternative color
00.160.81.1-A17 (JD-Green)
Technical Values*
Locking: K80® Manual | Max. Permissible D-Value (kN): 120,2 | Max. Permissible Vertical Load (kg): 4000
Adapted for Tractor
John Deere: 7R (Tier 3): 7.200, 7.215, 7.230, 7.260, 7.280; 7R (Tier 4 / Stage V): 7R 250, 7R 270, 7R 290, 7R 310, 

7R 330, 7R 350; 7R (Tier 4 Interim): 7.210, 7.230, 7.250, 7.270, 7.290, 7.310; 

Assembly Dimension Scharmüller S32 (255/25/32)
Art.Nr. 00.161.92.2-A02 | Ladder Hitches | Standard

Alternative color
00.161.92.2-A02 (Black )
Technical Values*
Max. Permissible D-Value (kN): 43,7 | Max. Permissible Vertical Load (kg): 1500
Adapted for Tractor
Case IH: 2100 Pro: 2120, 2130, 2140, 2150; 
Claas: Nectis F 200: 227, 257, 267; Nectis VE 200: 217, 227, 237; Nectis VL 200: 217, 227, 237, 257, 267; 
John Deere: 5215F-5615F: 5215, 5315, 5515, 5615; 5215V-5615V: 5215, 5315, 5515, 5615; 5GF: 5075, 5080, 5085, 5090, 5100, 5105; 5GH: 5090; 5GL: 5075, 5085; 5GN: 5075, 

5085, 5100; 5GV: 5075, 5080, 5085, 5090, 5100; 
Massey Ferguson: 3605F: 3625, 3635, 3645, 3655; 3605GE: 3625, 3635, 3645, 3655; 3605S: 3625, 3635, 3645, 3655; 3605V: 3625, 3635; 

Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.162.00.1-A17 | Ladder Hitches | Standard

Alternative color
00.162.00.1-A17 (JD-Green) | 00.162.00.1-A02 (Black )
Technical Values*
Max. Permissible D-Value (kN): 43,7 | Max. Permissible Vertical Load (kg): 1500
Adapted for Tractor
Farmtrac: 600: 670, 675; 70/80: 70, 80; 
John Deere: 5215-5515: 5215, 5315, 5415, 5515; 5300-5500: 5300, 5400, 5500; 5310-5510: 5310, 5410, 5510; 

Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.162.01.1-A17 | Ladder Hitches | Standard

Alternative color
00.162.01.1-A17 (JD-Green)
Technical Values*
Max. Permissible D-Value (kN): 43,7 | Max. Permissible Vertical Load (kg): 1500
Adapted for Tractor
John Deere: 5G: 5080, 5090; 5GH: 5090; 
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Ladder Hitches

Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.164.00.1-A17 | Ladder Hitches | Standard

Alternative color
00.164.00.1-A17 (JD-Green)
Technical Values*
Max. Permissible D-Value (kN): 51,4 | Max. Permissible Vertical Load (kg): 2000
Adapted for Tractor
John Deere: 5620-5820: 5620, 5720, 5820; 5R (Tier 3): 5080, 5090, 5100; 

Draw-Pin (Pitonfix) | Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.166.70.0-A17 | Ladder Hitches | Standard

Alternative color
00.166.70.0-A17 (JD-Green)
Technical Values*
Locking: Draw Pin (Pitonfix) Manual | Max. Permissible D-Value (kN): 53,4 | Max. Permissible Vertical Load (kg): 3000
Adapted for Tractor
John Deere: 5M: 5070, 5075, 5080, 5085, 5090, 5100, 5115; 5R (Tier 4 Interim) ab 2017: 5090, 5100, 5115, 5125; 

K80® Ball Coupling System | Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.166.80.0-A17 | Ladder Hitches | Standard

Alternative color
00.166.80.0-A17 (JD-Green)
Technical Values*
Locking: K80® Manual | Max. Permissible D-Value (kN): 68 | Max. Permissible Vertical Load (kg): 3000
Adapted for Tractor
John Deere: 5M: 5070, 5075, 5080, 5085, 5090, 5100, 5115; 5R (Tier 4 Interim) ab 2017: 5090, 5100, 5115, 5125; 

K80® Ball Coupling System | Assembly Dimension Scharmüller S32 (390/25/32)
Art.Nr. 00.168.81.1-A17 | Ladder Hitches | Standard

Alternative color
00.168.81.1-A17 (JD-Green)
Technical Values*
Locking: K80® Manual | Max. Permissible D-Value (kN): 120,2 | Max. Permissible Vertical Load (kg): 4000
Adapted for Tractor
John Deere: 8R (Tier 4 / Stage V): 8R 280, 8R 310, 8R 340, 8R 370, 8R 410; 8R (Tier 4 Final): 8.245, 8.270, 8.295, 

8.320, 8.345, 8.370, 8.400; 

Assembly Dimension Scharmüller S32 (390/25/32)
Art.Nr. 00.169.00.0-A17 | Ladder Hitches | Standard

Alternative color
00.169.00.0-A17 (JD-Green)
Technical Values*
Max. Permissible D-Value (kN): 91,3 | Max. Permissible Vertical Load (kg): 4000
Adapted for Tractor
John Deere: 6R 6.175 - 6.215 (Tier 4 Final) MY18: 6.175, 6.195, 6.215; 6R 6.230 - 6.250 (Tier 4 Final) MY18: 

6.230, 6.250; 
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Ladder Hitches

K80® Ball Coupling System | Assembly Dimension Scharmüller S32 (390/25/32)
Art.Nr. 00.169.81.1-A17 | Ladder Hitches | Standard

Alternative color
00.169.81.1-A17 (JD-Green)
Technical Values*
Locking: K80® Manual | Max. Permissible D-Value (kN): 120,2 | Max. Permissible Vertical Load (kg): 4000
Adapted for Tractor
John Deere: 6R 6.175 - 6.215 (Tier 4 Final) MY18: 6.175, 6.195, 6.215; 6R 6.230 - 6.250 (Tier 4 Final) MY18: 

6.230, 6.250; 

Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.295.30.0-A17 | Ladder Hitches | Standard

Alternative color
00.295.30.0-A17 (JD-Green)
Technical Values*
Max. Permissible D-Value (kN): 70 | Max. Permissible Vertical Load (kg): 2000
Adapted for Tractor
John Deere: PSX 8000  : 8100, 8200, 8300, 8400, 8500, 8600; 

Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.157.13.0-A17 | Ladder Hitches | Short

Alternative color
00.157.13.0-A17 (JD-Green)
Technical Values*
Max. Permissible D-Value (kN): 91,3 | Max. Permissible Vertical Load (kg): 2000
Adapted for Tractor
John Deere: 6M 6090 - 6145 (Tier 4 / Stage V) MY20: 6090M, 6100M, 6110M, 6120M, 6130M, 6140M, 6145M; 6M 6105 - 6140 (Tier 4 Interim): 6105M, 6115M, 6125M, 6130M, 

6140M; 6M 6110 - 6145 (Tier 4 Final) MY18: 6110M, 6120M, 6130M, 6135M, 6145M; 6M 6150 - 6170 (Tier 4 Interim): 6150M, 6170M; 6M 6155 (Tier 4 / Stage V): 
6155M; 6M 6155 (Tier 4 Final) MY18: 6155M; 6M 6175 - 6195 (Tier 4 / Stage V): 6175M, 6195M; 6M 6175 - 6195 (Tier 4 Final) MY18: 6175M, 6195M; 
6R 110 - 150 (Tier 4 / Stage V): 6R 110, 6R 120, 6R 130, 6R 140, 6R 150; 6R 145 - 185 (Tier 4 / Stage V): 6R 145, 6R 155, 6R 165, 6R 185; 
6R 6.105 - 6.130 (Tier 4 Interim): 6.105, 6.115, 6.125, 6.130; 6R 6.110 - 6.135 (Tier 4 Final) MY18: 6.110, 6.120, 6.130, 6.135; 6R 6.140 - 6.150 (Tier 4 Interim): 
6.140, 6.150; 6R 6.145 - 6.155 (Tier 4 Final) MY18: 6.145, 6.155; 6R 6.170 - 6.210 (Tier 4 Interim): 6.170, 6.190, 6.210; 

Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.157.15.0-A17 | Ladder Hitches | Short

Alternative color
00.157.15.0-A17 (JD-Green)
Technical Values*
Max. Permissible D-Value (kN): 91,3 | Max. Permissible Vertical Load (kg): 2000
Adapted for Tractor
John Deere: 6000: 6100, 6200, 6300, 6400, 6600, 6800, 6900; 6010: 6010, 6110, 6210, 6310, 6410, 6510, 6610, 6810, 

6910; 6020: 6020, 6120, 6220, 6320, 6420, 6520, 6620, 6820, 6920; 6030: 6130, 6230, 6330, 6430, 6530, 
6534, 6630, 6830, 6930; 7000: 7600, 7700, 7800; 7010: 7210, 7410, 7510, 7610, 7710, 7810; 7020: 7220, 
7320, 7420, 7520, 7720, 7820, 7920; 7030: 7130, 7230, 7330, 7430, 7530, 7730, 7830, 7930; 

Assembly Dimension Scharmüller S32 (390/25/32)
Art.Nr. 00.160.10.0-A17 | Ladder Hitches | Short

Alternative color
00.160.10.0-A17 (JD-Green)
Technical Values*
Max. Permissible D-Value (kN): 102,4 | Max. Permissible Vertical Load (kg): 2000
Adapted for Tractor
John Deere: 7R (Tier 3): 7.200, 7.215, 7.230, 7.260, 7.280; 7R (Tier 4 / Stage V): 7R 250, 7R 270, 7R 290, 7R 310, 

7R 330, 7R 350; 7R (Tier 4 Interim): 7.210, 7.230, 7.250, 7.270, 7.290, 7.310; 
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Ladder Hitches

Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.164.10.0-A17 | Ladder Hitches | Short

Alternative color
00.164.10.0-A17 (JD-Green)
Technical Values*
Max. Permissible D-Value (kN): 51,4 | Max. Permissible Vertical Load (kg): 2000
Adapted for Tractor
John Deere: 5620-5820: 5620, 5720, 5820; 5R (Tier 3): 5080, 5090, 5100; 

Assembly Dimension Scharmüller S32 (390/25/32)
Art.Nr. 00.168.10.0-A17 | Ladder Hitches | Short

Alternative color
00.168.10.0-A17 (JD-Green)
Technical Values*
Max. Permissible D-Value (kN): 102,4 | Max. Permissible Vertical Load (kg): 2000
Adapted for Tractor
John Deere: 8R (Tier 4 / Stage V): 8R 280, 8R 310, 8R 340, 8R 370, 8R 410; 8R (Tier 4 Final): 8.245, 8.270, 8.295, 

8.320, 8.345, 8.370, 8.400; 

Assembly Dimension Scharmüller S32 (390/25/32)
Art.Nr. 00.169.10.0-A17 | Ladder Hitches | Short

Alternative color
00.169.10.0-A17 (JD-Green)
Technical Values*
Max. Permissible D-Value (kN): 91,3 | Max. Permissible Vertical Load (kg): 2000
Adapted for Tractor
John Deere: 6R 6.175 - 6.215 (Tier 4 Final) MY18: 6.175, 6.195, 6.215; 6R 6.230 - 6.250 (Tier 4 Final) MY18: 

6.230, 6.250; 

Assembly Dimension JSV-Scharmüller (295/25/26)
Art.Nr. 00.149.06.0-A02 | Ladder Hitches | Long

Alternative color
00.149.06.0-A02 (Black )
Technical Values*
Max. Permissible D-Value (kN): 80,4 | Max. Permissible Vertical Load (kg): 2000
Adapted for Tractor
John Deere: 4050-4850: 4650, 4850; 4055-4955: 4755, 4955; 

Assembly Dimension Cramer (335/22/30)
Art.Nr. 00.153.00.1-A11 | Ladder Hitches | Long

Alternative color
00.153.00.1-A11 (AGCO-Grey)
Technical Values*
Max. Permissible D-Value (kN): 46,5 | Max. Permissible Vertical Load (kg): 1500
Adapted for Tractor
Claas: Axos: 310, 320, 330, 340; Celtis: 426, 436, 446, 456; 
John Deere: 3100-3400: 3100, 3200, 3300, 3400; 
Renault: Ceres: 310, 320, 330, 340; 
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Ladder Hitches

Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.158.01.0-A17 | Ladder Hitches | Long

Alternative color
00.158.01.0-A17 (JD-Green)
Technical Values*
Max. Permissible D-Value (kN): 91,3 | Max. Permissible Vertical Load (kg): 2000
Adapted for Tractor
John Deere: 6000: 6100, 6200, 6300, 6400, 6600, 6800, 6900; 6010: 6010, 6110, 6210, 6310, 6410, 6510, 6610, 6810, 6910; 6020: 6020, 6120, 6220, 6320, 6420, 6520, 6620, 6820, 

6920; 6030: 6130, 6230, 6330, 6430, 6530, 6534, 6630, 6830, 6930; 6M 6090 - 6145 (Tier 4 / Stage V) MY20: 6090M, 6100M, 6110M, 6120M, 6130M, 6140M, 6145M; 
6M 6105 - 6140 (Tier 4 Interim): 6115M, 6125M, 6130M, 6140M; 6M 6110 - 6145 (Tier 4 Final) MY18: 6110M, 6120M, 6130M, 6135M, 6145M; 
6M 6150 - 6170 (Tier 4 Interim): 6150M, 6170M; 6M 6155 (Tier 4 Final) MY18: 6155M; 6M 6175 - 6195 (Tier 4 Final) MY18: 6175M, 6195M; 
6R 6.105 - 6.130 (Tier 4 Interim): 6.105, 6.115, 6.125, 6.130; 6R 6.110 - 6.135 (Tier 4 Final) MY18: 6.110, 6.120, 6.135; 6R 6.140 - 6.150 (Tier 4 Interim): 6.140, 
6.150; 6R 6.145 - 6.155 (Tier 4 Final) MY18: 6.145, 6.155; 6R 6.170 - 6.210 (Tier 4 Interim): 6.170, 6.190, 6.210; 7000: 7600, 7700, 7800; 7010: 7210, 7410, 7510, 
7610, 7710, 7810; 7020: 7220, 7320, 7420, 7520, 7720, 7820, 7920; 7030: 7130, 7230, 7330, 7430, 7530, 7730, 7830, 7930; 

Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.162.20.0-A02 | Ladder Hitches | Long

Alternative color
00.162.20.0-A02 (Black )
Technical Values*
Max. Permissible D-Value (kN): 43,7 | Max. Permissible Vertical Load (kg): 1500
Adapted for Tractor
Claas: Elios 200: 210, 220, 230; 
John Deere: 5215-5515: 5215, 5315, 5415, 5515; 5300-5500: 5300, 5400, 5500; 5310-5510: 5310, 5410, 5510; 
Massey Ferguson: 3600 (neu/new): 3625, 3630, 3640, 3650, 3660; 3605 (Carraro): 3615, 3625, 3635, 3645, 3655; 

Assembly Dimension Scharmüller S32 (225/25/32)
Art.Nr. 00.149.03.0-A17 | Ladder Hitches | Prepared for Drawbar

• useable with Original Drawbar (ex factory)
Alternative color
00.149.03.0-A17 (JD-Green)
Technical Values*
Max. Permissible D-Value (kN): 21,8 | Max. Permissible Vertical Load (kg): 600
Adapted for Tractor
John Deere: 4M: 4049, 4052, 4066; 4R: 4049, 4052, 4066; 

Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.157.52.0-A17 | Ladder Hitches | Prepared for Drawbar

Alternative color
00.157.52.0-A17 (JD-Green)
Technical Values*
Max. Permissible D-Value (kN): 91,3 | Max. Permissible Vertical Load (kg): 2000
Adapted for Tractor
John Deere: 6000: 6100, 6200, 6300, 6400, 6600, 6800, 6900; 6010: 6010, 6110, 6210, 6310, 6410, 6510, 6610, 6810, 6910; 6020: 6020, 6120, 6220, 6320, 6420, 6520, 6620, 6820, 

6920; 6030: 6130, 6230, 6330, 6430, 6530, 6534, 6630, 6830, 6930; 6M 6090 - 6145 (Tier 4 / Stage V) MY20: 6090M, 6100M, 6110M, 6120M, 6130M, 6140M, 6145M; 
6M 6105 - 6140 (Tier 4 Interim): 6105M, 6115M, 6125M, 6130M, 6140M; 6M 6110 - 6145 (Tier 4 Final) MY18: 6110M, 6120M, 6130M, 6135M, 6145M; 
6M 6150 - 6170 (Tier 4 Interim): 6150M, 6170M; 6M 6155 (Tier 4 / Stage V): 6155M; 6M 6155 (Tier 4 Final) MY18: 6155M; 6M 6175 - 6195 (Tier 4 / Stage V): 
6175M, 6195M; 6M 6175 - 6195 (Tier 4 Final) MY18: 6175M, 6195M; 6R 110 - 150 (Tier 4 / Stage V): 6R 110, 6R 120, 6R 130, 6R 140, 6R 150; 
6R 145 - 185 (Tier 4 / Stage V): 6R 145, 6R 155, 6R 165, 6R 185; 6R 6.105 - 6.130 (Tier 4 Interim): 6.105, 6.115, 6.125, 6.130; 
6R 6.110 - 6.135 (Tier 4 Final) MY18: 6.110, 6.120, 6.130, 6.135; 6R 6.140 - 6.150 (Tier 4 Interim): 6.140, 6.150; 6R 6.145 - 6.155 (Tier 4 Final) MY18: 6.145, 
6.155; 6R 6.170 - 6.210 (Tier 4 Interim): 6.170, 6.190, 6.210; 7000: 7600, 7700, 7800; 7010: 7210, 7410, 7510, 7610, 7710, 7810; 7020: 7220, 7320, 7420, 7520, 
7720, 7820, 7920; 7030: 7130, 7230, 7330, 7430, 7530, 7730, 7830, 7930; 

Draw-Pin (Pitonfix) | Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.157.71.0-A17 | Ladder Hitches | Prepared for Drawbar

Alternative color
00.157.71.0-A17 (JD-Green)
Technical Values*
Locking: Draw Pin (Pitonfix) Manual | Max. Permissible D-Value (kN): 91,3 | Max. Permissible Vertical Load (kg): 3000
Adapted for Tractor
John Deere: 6000: 6100, 6200, 6300, 6400, 6600, 6800, 6900; 6010: 6010, 6110, 6210, 6310, 6410, 6510, 6610, 6810, 6910; 6020: 6020, 6120, 6220, 6320, 6420, 6520, 6620, 6820, 

6920; 6030: 6130, 6230, 6330, 6430, 6530, 6534, 6630, 6830, 6930; 6M 6090 - 6145 (Tier 4 / Stage V) MY20: 6090M, 6100M, 6110M, 6120M, 6130M, 6140M, 6145M; 
6M 6105 - 6140 (Tier 4 Interim): 6105M, 6115M, 6125M, 6130M, 6140M; 6M 6110 - 6145 (Tier 4 Final) MY18: 6110M, 6120M, 6130M, 6135M, 6145M; 
6M 6150 - 6170 (Tier 4 Interim): 6150M, 6170M; 6M 6155 (Tier 4 / Stage V): 6155M; 6M 6155 (Tier 4 Final) MY18: 6155M; 6M 6175 - 6195 (Tier 4 / Stage V): 
6175M, 6195M; 6M 6175 - 6195 (Tier 4 Final) MY18: 6175M, 6195M; 6R 110 - 150 (Tier 4 / Stage V): 6R 110, 6R 120, 6R 130, 6R 140, 6R 150; 
6R 145 - 185 (Tier 4 / Stage V): 6R 145, 6R 155, 6R 165, 6R 185; 6R 6.105 - 6.130 (Tier 4 Interim): 6.105, 6.115, 6.125, 6.130; 
6R 6.110 - 6.135 (Tier 4 Final) MY18: 6.110, 6.120, 6.130, 6.135; 6R 6.140 - 6.150 (Tier 4 Interim): 6.140, 6.150; 6R 6.145 - 6.155 (Tier 4 Final) MY18: 6.145, 
6.155; 6R 6.170 - 6.210 (Tier 4 Interim): 6.170, 6.190, 6.210; 7000: 7600, 7700, 7800; 7010: 7210, 7410, 7510, 7610, 7710, 7810; 7020: 7220, 7320, 7420, 7520, 
7720, 7820, 7920; 7030: 7130, 7230, 7330, 7430, 7530, 7730, 7830, 7930; 
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Ladder Hitches

Assembly Dimension Scharmüller S32 (390/25/32)
Art.Nr. 00.160.00.0-A17 | Ladder Hitches | Prepared for Drawbar

• useable with Original Drawbar (ex factory)
Alternative color
00.160.00.0-A17 (JD-Green)
Technical Values*
Max. Permissible D-Value (kN): 102,4 | Max. Permissible Vertical Load (kg): 4000
Adapted for Tractor
John Deere: 7R (Tier 3): 7.200, 7.215, 7.230, 7.260, 7.280; 7R (Tier 4 / Stage V): 7R 250, 7R 270, 7R 290, 7R 310, 

7R 330, 7R 350; 7R (Tier 4 Interim): 7.210, 7.230, 7.250, 7.270, 7.290, 7.310; 

Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.164.50.1-A17 | Ladder Hitches | Prepared for Drawbar

Alternative color
00.164.50.1-A17 (JD-Green)
Technical Values*
Max. Permissible D-Value (kN): 53,7 | Max. Permissible Vertical Load (kg): 2000
Adapted for Tractor
John Deere: 5620-5820: 5620, 5720, 5820; 5R (Tier 3): 5080, 5090, 5100; 

Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.166.03.0-A17 | Ladder Hitches | Prepared for Drawbar

Alternative color
00.166.03.0-A17 (JD-Green)
Technical Values*
Max. Permissible D-Value (kN): 68 | Max. Permissible Vertical Load (kg): 3000
Adapted for Tractor
John Deere: 5M: 5070, 5075, 5080, 5085, 5090, 5100, 5115; 5R (Tier 4 Interim) ab 2017: 5090, 5100, 5115, 5125; 

Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.167.01.0-A17 | Ladder Hitches | Prepared for Drawbar

• useable with Original Drawbar (ex factory)
Alternative color
00.167.01.0-A17 (JD-Green)
Technical Values*
Max. Permissible D-Value (kN): 34,5 | Max. Permissible Vertical Load (kg): 2000
Adapted for Tractor
John Deere: 5003: 5083, 5093, 5101, 5103, 5203, 5303; 5E 9V/3R (ab 2009): 5045, 5055, 5065, 5075, 5085, 5095; 

Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 00.167.02.0-A17 | Ladder Hitches | Prepared for Drawbar

• useable with Original Drawbar (ex factory)
Alternative color
00.167.02.0-A17 (JD-Green)
Technical Values*
Max. Permissible D-Value (kN): 34,5 | Max. Permissible Vertical Load (kg): 2000
Adapted for Tractor
John Deere: 5E 12V/12R 24V/12R PR (MY18 ab Ende 2017): 5058, 5067, 5075; 

5E 9V/3R 12V/12R PR (ab Ende 2014): 5055, 5065, 5075; 
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Ladder Hitches

Assembly Dimension Scharmüller S32 (390/25/32)
Art.Nr. 00.168.00.0-A17 | Ladder Hitches | Prepared for Drawbar

• useable with Original Drawbar (ex factory)
Alternative color
00.168.00.0-A17 (JD-Green)
Technical Values*
Max. Permissible D-Value (kN): 102,4 | Max. Permissible Vertical Load (kg): 3000
Adapted for Tractor
John Deere: 8R (Tier 4 / Stage V): 8R 280, 8R 310, 8R 340, 8R 370, 8R 410; 8R (Tier 4 Final): 8.245, 8.270, 8.295, 

8.320, 8.345, 8.370, 8.400; 

K80® Ball Coupling System | Assembly Dimension Scharmüller S32 (330/25/32)
Art.Nr. 80.159.81.0-A17 | Ladder Hitches | Lenkkugel K80® EAMS

Alternative color
80.159.81.0-A17 (JD-Green)
Technical Values*
Locking: K80® Manual | Max. Permissible D-Value (kN): 102,4 | Max. Permissible Vertical Load (kg): 4000 | 
Measuring Range: Angle Measurement
Adapted for Tractor
John Deere: 8030: 8130, 8230, 8330, 8430, 8530; 8R (Tier 3A): 8.225, 8.245, 8.270, 8.295, 8.320, 8.345; 

8R (Tier 3B): 8.235, 8.260, 8.285, 8.310, 8.335, 8.360; 
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